
              

   

केन्दर्ीय्महुर विभाग्– III 
 

हमारा्संदभभ- केन्दर्ीय्महुर्विभाग-3/16: IS्398 (Pt 5)                                                              
 

विषय:  प्रोडक्ट्मनै्दयअुल 
 

सभी्शाखा्कायाभलय्से्आग्रह्है् कक््उपरोक्त्विषय्से्संबवित्संलग्न्पररपत्र्का्अिलोकन्करें। 
                                                                  
 

    औरोवममता्कवबराज्््््््््््््््््््््््््््््््््््््््््््््््
िैज्ञावनक सी (सी्एम्डी-III)  

 

प्रमखु (सी एम डी-III) 
 

सभी क्षेत्रीय/शाखा कायाभलय 
आई टी एस विभाग —  बीआईएस इंट्रानेट पर अपलोड्करन ेहतेू  

 
 

                                                                                                       

CENTRAL MARKS DEPARTMENT-III 

 

 

Our Ref: CMD-3/16: IS 398 (Part 5)                                                           22 04 2019          

 

Subject: Updated Product Manual incorporating SIT and Grouping Guidelines for           

IS 398 (Part 5) 

BOs may kindly see the attached circular on the subject mentioned above.  

 

 

 

 
Aurosmita Kabiraj 

Sc.  C (CMD III) 

Head (CMD - III) 

 

Circulated to: All ROs/BOs 

Copy to: ITS for hosting on Intranet 

  



 

 

CENTRAL MARKS DEPARTMENT-III 

 

 

Our Ref: CMD-III/Product Manual/ IS 398 (Part 5)                                   22 04 2019          

 

Subject: Product Manual incorporating SIT and Grouping Guidelines for IS 398 (Part 

5) 

 

This has reference to the subject mentioned above. 

 

The updated Product Manual for IS 398 (Part 5) for Aluminium Conductors, Galvanized 

Steel Reinforced used for Extra High Voltage Overhead power lines (400 kV and above) has 

been hosted on the BIS website under “Conformity Assessment  Product Certification 

Product Specific Guidelines  Product Manual.  

 

BOs are advised to send this Product Manual which incorporates Grouping Guidelines and 

modified SIT to all Licensees and Applicants within 7 days. The SIT which has been 

incorporated in the Product Manual shall be implemented within 30 days.  

 

This updated Product Manual incorporates requirements for Galvanized Steel wire for the 

core of ACSR. As the Galvanized steel wires are to be treated as a variety within the same 

Licence, wherever manufacturing units are holding two separate Licences (for ACSR and 

galvanized steel wire for ACSR), these shall be merged into a single Licence. Licensees who 

have two licences as per IS 398 (Part 5) shall be given an option to retain any one Licence. 

The varieties covered in the other Licence shall then be included in the scope of the retained 

Licence and thereafter the other Licence shall be cancelled. 

 

The above shall be complied with within 30 days. 

 

This issues with the approval of Competent Authority. 

 

 

 

 

 

Aurosmita Kabiraj 

Sc.  C (CMD III) 

Head (CMD III) 

 

Circulated to: All ROs/BOs  

 

Copy to: ITS for hosting on Intranet 

 

 

 


